
Combine Exceptional Performance and  
Sustainability with STA’-PUT® Adhesive Solutions.

ü  Contributes to LEED Credits
ü  GREENGUARD Gold Certified
ü  OTC Compliant
ü  SCAQMD Compliant

STA’-PUT® Z100
Solvent-Free. Post-formable. Zero VOC.
Combines high performance with regulatory 
compliance. Exceptional heat resistance 
and aggressive strength. Ideal for post- 
forming operations.

STA’-PUT® SPHS
Non-flammable. Solvent-based. Zero VOC.
Patented non-flammable propellant. High 
strength & grab. Bonds laminate, wood products, 
most metals, urethane foams, particle board and 
many other materials.

STA’-PUT® SP80
Non-chlorinated. Solvent-based.
Low VOC. Water resistant. High solids. High 
strength, grab & tack. Bonds laminate, wood 
products, most metals, urethane foams, particle 
board and many other materials. Sprays with a 
smooth, non-telegraphing, pebble pattern.
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STA’-PUT® PRODUCT GUIDE

Product Non-Flammable VOC (g/L)

Canisters
Methylene Chloride SPHS Yes 0 l l

S200 436.2
SPH 530.1

Non-Chlorinated Quick Grip 471.3

Quick Grip LVOC 229.9 l l l l
SP80 2.5 l l l l
2001M 533.1
SP123 528
SP30 471.3
SP4H 768.2
Big Sticky 471.3

EPS Foam SP2 576.8

Bulk Adhesives
Solvent-Free Spray Grade Postformable Z100 Yes 0 l l l l

Spray Grade Postformable S120 Yes 71.4 l
S150/S151 606.8
S155/S156 585

Spray Grade S170/S171 Yes 244.6 l
1535 Yes 110.4
773-40 609.8
SP2 488.1
SP80 2.3 l l l l
SPH Yes 0 l

Brush Grade S140 606.9
SP80 2.3 l l l l
S170/S171 Yes 244.6 l
S145 678.1
S100 Yes 912.5
2153 603.9

Aerosols
SP80 504.9
SPM 373.2
SPH 449.2
S200 433.5
SP2 571.8
SP4H 680.5

GREENGUARD/UL  
Gold Certified

Contributes to 
LEED Credits

Ozone Transport  
Commission (OTC) Compliant

California 
Compliant (SCAQMD)


